


























Guidel ines  for  S i te  P lanning

S i te  Layout  and Ci rculat ion

Guidel ine  2-4 :   Frontage.   Conf igure  homes  to  f ront  s t reets ,  pr im ar y 
entr y way,  c i rcu lat ion  walk ways,  and open spaces,  rather  tha n 
dr iveways.

Guidel ine  2-5 :   Pedestr ian  access .   For  homes  not  adjacent  to  the 
s t reet ,  prov ide  pedestr ian  c i rcu lat ion  in  the  for m of  pr ivate 
walk ways  or  c lear ly  de l ineated paths  of  t ravel  f rom the  s ide wa l k 
to  the i r  entr y way.

Guidel ine  2-6 :   Green space.   M aximize  green space  whi le  minimi z i n g 
the  tota l  amount  of  dr iveway space.

Guidel ine  2-7 :   A l leys .   Where  poss ib le,  ut i l i ze  a l ley ways  for  vehi c ul ar 
access .

Guidel ine  2-8 :   Natura l  features .   Take  advantage of  ex is t ing 
topography and natura l  features  ( i .e .  ex is t ing  t rees)  to  maint a i n 
appropr iate  grade leve ls  cons is tent  with  sur rounding st ruc tures .

Guidel ine  2-9 :   Pr imar y  entrance.   Homes  f ront ing st reets  are 
encouraged to  have  the  pr imar y  entrance  and main  windows 
fac ing the  s t reet .

Guidel ine  2-10 :   D ecorat ive  paving.   Enhanced paving on pr ivate 
proper t y  i s  encouraged to  mar k  pedestr ian  and vehicular  ent r i es 
of  complexes  to  provide  a  sense  of  ar r iva l .  

Guidel ine  2-11 :   Bu i ld ing and outdoor  area  layout .   D es ign f loor  p l an 
layouts  in  re lat ion  to  lot  shape,  width ,  and depth  to  maximi ze 
usable  outdoor  spaces.  

Guidel ine  2-12 :   Pathways.   Prov ide  d i rec t  paths  of  t ravel  for  ped est r i an 
dest inat ions  with in  the  development .  Whenever  re levant ,  c reate 
pr imar y  entrances  for  pedestr ians  that  are  safe,  eas i ly  acces s i b l e, 
and a  shor t  d is tance  f rom t rans i t  s tops.

Guidel ine  2-13 :   S eparate  pedestr ian  and vehicular  paths.   When 
mult ip le  uni ts  share  a  common dr iveway that  i s  l ined with 
indiv idual  garages,  prov ide  d is t inguishable  pedestr ian  paths  to 
connec t  par k ing areas  to  ar t icu lated indiv idual  entr ies .  
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Guidel ines  for  Bui ld ing D es ign

Entr y ways  and Front  Porches

Guidel ine  3-1 :   Ident i f iable  entr y ways.   Pr imar y  entr y ways  should 

be  c lear ly  ident i f iable  and connec ted to  the  publ ic  s t reet  by  a 

walk way.  I ndiv idual  res idences  should  incor porate  t rans i t ion s 

such as  landscaping,  pav ing,  porches,  s toops,  and canopies .  

Guidel ine  3-2 :   St reet- fac ing entr y ways.   Homes  that  f ront  a  pub l i c 

s t reet  should  have  thei r  pr imar y  entr y way access ib le  f rom t h e 

s t reet ,  where  prac t icable.  G arages  should  not  take  the  p lace  of 

the  main  entr y way.  

Guidel ine  3-3 :   Entr y ways  at  grade.   Entr y ways  should  s i t  at  a  gra de 

comparable  to  those  of  the  sur rounding st ruc tures ,  to  the  ex tent 

prac t ica l . 

Guidel ine  3-4 :   L ight ing.   Use  or namenta l  low- level  l ight ing to 

h ighl ight  and provide  secur i t y  for  pedestr ian  paths  and ent ra n ces. 

Ensure  a l l  par k ing areas  and walk ways  are  i l luminated.  

Guidel ine  3-5 :   M ult ip le  entrances.   S o le  entrances  should  be  at  gra de 

leve l .  Homes  with  mult ip le  entrances  may inc lude a  secondar y 

entrance  at  three  to  f ive  s teps  above grade or  cons is tent  wit h  t h e 

average grade of  ex is t ing  s t ruc tures .

Guidel ine  3-6 :   Ground f loor  commerc ia l .   Entrances  that  f ront 

commerc ia l  roads  should  a l low room for  a  s toop and entr y way  a n d 

ideal ly  some landscaped area .  

Guidel ine  3-7 :   Trans i t ions.   I ncor porate  t rans i t ions  such as 

landscaping,  pav ing mater ia l ,  porches,  s toops,  and canopies  at  t h e 

pr imar y  entrance  to  each res idence,  and at  the  main  pedest r i a n 

entrance  to  the  development  f rom the  s idewalk .  
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